1. PLEASE SUPPLY FIELD DIMENSIONS TO THE NEAREST 1/16", DECOUSTICS WILL CALCULATE PANEL SIZES.

2. PLEASE VERIFY AND CONFIRM ALL DIMENSIONS, MOUNTING METHODS AND DETAILS.

3. ALL PANELS, TRIMWORKS FOR LIGHT FIXTURES, ELECTRICAL OUTLETS, ETC. TO BE FIELD CUT BY OTHERS, NOT BY DECOUSTICS.

4. ALL PANELS, TRIMWORKS, LIGHTS, ETC. TO BE SUPPORTED INDEPENDENTLY OF ACOUSTIC PANELS.

5. PANELS MUST BE INSTALLED FLAT & LEVEL TO +/- 1/16". PANELS TO BE SUPPORTED INDEPENDENTLY OF ACOUSTIC PANELS.

6. PANELS MUST BE INSTALLED FLAT & LEVEL TO +/- 1/16". PANELS TO BE SUPPORTED INDEPENDENTLY OF ACOUSTIC PANELS.

7. DO NOT BUTT PANELS NEXT TO EACH OTHER DURING INSTALLATION. ALLOW 1/16" BETWEEN PANELS TO ALLOW FOR PROPER ALIGNMENT.

8. FOR ADDITIONAL PANEL INSTALLATION DETAILS, SEE DATA SHEETS.

FINISH: CLARO
COLOR: DECOUSTICS STANDARD WHITE

FINISH: CLARO
COLOR: DECOUSTICS STANDARD WHITE