1. PLEASE SUPPLY FIELD DIMENSIONS TO THE NEAREST 1/16", DECOSTICS WILL CALCULATE PANEL SIZES.
2. PLEASE VERIFY AND CONFIRM ALL DIMENSIONS, MOUNTING METHODS AND DETAILS.
3. ALL PANEL PENETRATIONS FOR LIGHT FIXTURES, ELECTRICAL OUTLETS, ETC. TO BE FIELD CUT BY OTHERS. NOT BY DECOSTICS. ALL BRACKETS, BRACES, LOOPS ETC. TO BE SUPPORTED INDEPENDENTLY OF ACOUSTIC PANELS.
4. PANELS MUST BE INSTALLED AT LEAST 1/2" FROM CMFS. IT MAY BE NECESSARY TO USE HARDWARE AS REQUIRED.
5. THE PANELS AND INSTALLATION DETAILS ARE DIRECTIONAL. THE BACK OF EACH PANEL WILL BE MARKED TO SHOW THE CORRECT ORIENTATION FOR INSTALLATION.
6. DO NOT BUTT PANELS NEXT TO EACH OTHER DURING INSTALLATION. ALLOW 1/16" BETWEEN PANELS TO ALLOW FOR PROPER ALIGNMENT.
7. FOR ADDITIONAL PANEL INSTALLATION DETAILS, SEE DATA SHEETS.

PANEL EDGE DETAIL:
PANEL TYPE: ME-VATT 1 1/16" THICK FLAT CEILING PANELS
MOUNTING: SPAN PANEL
CLARO FINISHED EXTRUDED ALUMINUM, SQUARE EDGES, AND 1" MIN. REVEAL AROUND PERIMETER OF CEILING
FINISH: STANDARD WHITE CLARO

This drawing is the sole property of Decoustics Limited and express authority given, in writing, by Decoustics Limited. Contains confidential information and is to be used only under circumstances authorized by Decoustics Limited.